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S P E C I F I C A T I O N S

Power Supply 12V 24V

Motor Wattage 1000W 1000W

Power Rating (lbs.) 1400 1400

Approx. Amp Draw 70-100 40-60

Max Retrieval Speed (ft./min.) 65 65

Chain Size 1/4", 5/16", 3/8"

Rope Size 1/2" - 3/4"

Net Weight (lbs.) 44 44

Finish Anodized or White

Motor Dual Direction, 
Series Wound

Gearbox Stainless Worm Drive

Gears Bronze

Mainshaft Stainless

Chainpipe Rubber Ring

Chain Stripper Stainless

Mounting Hardware SS Studs, Washers and Nuts

Manual Override Standard

Rope Capstan Standard

Extra Deck Clearance N/A

F E A T U R E S

Horizontal windlass for boats from 26'-46'. Sturdy,
sleek and compact, Cayman features a 1000W
motor, standard manual override, all chain retrieval
and separate rope capstan. Mounting studs thread
discreetly into the housing.

Standard Equipment

Two footswitches
Watertight control box
Clutch/manual operation handle
Rubber mounting gasket
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Choice of Finish

On Lofrans horizontal models, the special aluminum
alloy deck housing is available with two finishes: clear
anodized or ceramic white linear polyurethane. Choose
the look that best complements your deck. 
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